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EKF 300 Series
The best entry-level series for professional 
chamfering & deburring operations. 
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Technical data EKF 300 EKF 450 EKF 452

Chamfer angle 30° 45° Radius 2.5 mm
Chamfer width 0–5 mm 0–6 mm Radius 2.5 mm
Cutter type ZFR 300.3 ZFR 450.3 ZFR 452.3
Milling tool Screw-in milling cutter with three carbide inserts
Dimensions (LxBxH) 310 × 295 × 138 mm
Approx. net weight 4.6 kg 4.6 kg 4.6 kg
Voltage (see nameplate) 220–240 V/50–60 Hz and 110–125 V/50–60 Hz
Motor output 1500 W 1500 W 1500 W
Speed 6000 rpm 6000 rpm 6000 rpm
Feed Manual Manual Manual
Protection type IP 20 IP 20 IP 20

Scope of delivery

Machine EKF 300 EKF 450 EKF 452

Milling cutter ZFR 300.3 ZFR 450.3 ZFR 452.3

Carbide inserts SHM 200 SHM 200 SHM 202

Hook wrench 34/36 34/36 34/36

Torx screwdriver TX 9 TX 9 TX 9

Spanner SW 22 SW 22 SW 22

Carry case ✔ ✔ ✔

Operating instructions ✔ ✔ ✔

Warranty card ✔ ✔ ✔

Exact chamfer 
adjustment

Compact motor with 
1500 W output

Other optional accessories are available on page 11


