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SKF 25
For quick and easy
preparation of weld seams

COMPACT, UNIVERSAL

BEVELING

Technical data SKF 25

Chamfer angle 15°–60° seamless
Chamfer width 15 mm
Cutter type ZFR 250
Milling tool Arbor milling cutter with ten carbide inserts
Dimensions (LxBxH) 365 × 455 × 270 mm
Approx. net weight 22 kg
Voltage (see nameplate) 220–240 V/50–60 Hz and 110–125 V/50–60 Hz
Motor output 1.1 kW
Speed 2850 rpm
Feed Manual
Protection type IP 20

Scope of delivery
1 SKF 25
1 Carry case
1 ZFR 250 arbor milling cutter with ten SHM 800 
carbide inserts
1 SW 8 offset screwdriver
1 TX 15 screwdriver

Seamless angle adjustment from 15° to 60° Edge machining on vertical pipes Accessories: ZFR 250 arbor milling cutter

Weighing 22 kg, the SKF 25 beveling machine  

is easy to handle and precise to guide with smooth rollers. 

The result is evenly milled edges for perfect weld seams.

 ► Chamfer width up to 15 mm
 ► Seamless angle adjustment from 15° to 60°
 ► With ergonomic handle
 ► Easily guided with guide rollers
 ► For beveling normal steel, aluminium and 
non-ferrous metal
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Other optional accessories are available on page 11

Accessories: 
Carbide insert
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